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In as much as CAMIE-CAMPBELL, INC. has no control over the use to which others may put the material, it does not guarantee that the 
same results described herein will be obtained. Each user should make his own tests to determine the material’s 

suitability for his own particular use.
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Camie 610 Silicone Release Spray
Camie 610 Silicone Release Spray prevents sticking in gluing, sealing and 
molding operations.

Applications

 

 

Container Size 20 Fluid oz. Container 

Product Description Silicone Release Spray

Net Weight 12 Ounces 

Cans Per Case 12 

Case Dimensions- Inches 11.75” L X 8.75” W X 10.5” H 

Case Weight 12.7 Lbs 

Cases Per Pallet 72 Cases 

Appearance Colorless Non-Staining Liquid 

  

  

Propellant Hydrocarbon

Bond Time None 

Heat Resistance -40˚F - 500˚F

Solids 5%  

Spray Pattern Dry Conical Mist

VOC % 95

VOC Compliant for CA & OTC Not regulated

Aerosol Flammability Level 3

Warranty Period One Year From Date of Shipment 

 
 

 

 

Camie 610 is a universal plastic mold
release agent. Prevents adhesion of
tape, glue, rubber, wax, and other
sticky material on non-porous substrates.

Odor Mild, solvent when wet / Odorless when dry

Solvent System Hexane




